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DRAWING TITLE:

A. ALL CONTRACTORS SHALL VISIT THE PROJECT SITE AND FAMILIARIZE THEMSELVES WITH ALL BUILDING AND WORKING CONDITIONS M. ALL CONTRACTORS ARE TO BE CONSIDERED PRIMARY FOR THEIR PARTICULAR DISCIPLINE; THE NOTES ABOVE APPLY TO ALL. COVER  COVER SHEET

BEFORE SUBMITTING A BID. N ANY NEW ITEM WHICH IS A REPLACEMENT FOR AN EXISTING ITEM AT THE SAME LOCATION WILL REQUIRE THE CONTRACTOR TO REMOVE A-1 ROOF PLAN PR IS L LA PLACE GENERAL INFORMATION, DRAWING
B. ALL CONTRACTORS TO HAVE ADEQUATE INSURANCE AND SHALL SUBMIT PROOF OF SAME BEFORE STARTING WORK. THE EXISTING ITEM FOR THE REPLACEMENT INSTALLATION. A-2 ROOF DETAILS = - LIST. ABBREVIATIONS, GRAPHICS

C. ALL CONTRACTORS SHALL OBTAIN AND PAY FOR ANY PERMITS REQUIRED FOR HIS DISCIPLINE. 0. EACHTRADE RESPONSIBLE FOR CLEAN-UP AND DISPOSAL OF WASTE DURING CONSTRUCTION. FINAL CLEAN-UP REQUIRED UPON A-3 ROOF DETAILS LEGEND

D. ALL CONTRACTORS SHALL VERIFY ALL DIMENSIONS IN THE FIELD AS REQUIRED BEFORE SUBMITTING SHOP DRAWINGS AND/OR PRIOR COMPLETION OF JOB. SEE SPECS. -

TO PERFORMING ALL WORK REQUIRED AS SHOWN ON THESE DRAWINGS. ALL DISCREPANCIES THAT MAY IMPEDE THE FINISHED P. THE TERM "PROVIDE" SHALL MEAN THE CONTRACTOR SHALL PURCHASE AND INSTALL ITEM NOTED, ALONG WITH ANY AND/OR ALL 5-1 STRUCTURAL NOTES/ FRAMING PLANS

PRODUCT OF THIS CONTRACT SHALL BE DISCUSSED WITH THE ARCHITECT BEFORE PROCEEDING WITHWORK. REQUIRED LABOR TO INSTALL THEM. THE INTENT IS FOR A COMPLETE FUNCTIONING INSTALLATION, 5-2 BUILDING SECTIONS AREA OF

E. ALL WORK SHALL CONFORM TO EXISTING CODES, REGULATIONS, AND SEISMIC REQUIREMENTS AND BE DONE IN A FIRST CLASS Q. THE CONTRACTOR SHALL VISIT THE SITE AND DETERMINE TO HIS OWN SATISFACTION THAT HE IS FAMILIAR WITH ALL CONDITIONS THAT 5-3 SECTIONS

CRAFTSMAN-LIKE MANNER, ACCORDING TO GOOD CONSTRUCTION PRACTICES. IMPACT ON THE WORK AND WITH THE SCOPE OF THE WORK CALLED FOR BY CONSTRUCTION DOCUMENTS BEFORE SUBMITTING HIS BID. A WORK

F.. ALL CONTRACTORS TO BE RESPONSIBLE FOR KEEPING AREAS ADJACENT TO WORK AREA CLEAN AND FREE FROM ALL MATERIALS BID SUBMISSION SHALL BE TAKEN TO MEAN COMPLIANCE WITH THE ABOVE (THIS ALSO SHALL APPLY TO SUBCONTRACTORS).

CONNECTED WITH ALTERATION/ RENOVATION WORK. AREAS TO BE CLEANED AT THE END OF EACHWORK DAY. R. THE CONTRACTOR SHALL TAKE AND VERIFY ALL DIMENSIONS & SHALL BE RESPONSIBLE FOR SAME. DRAWN BY: REVIEWED BY,
G. ALL SURFACES DISTURBED BY DEMOLITION & NEW CONSTRUCTION OPERATIONS SHALL BE PATCHED & REPAIRED TO MATCH & BLEND S. ALL DEMOLITION DEBRIS SHALL BE DISPOSED OF OFF SITE IN APPROVED DUMP SITES, "= 1-0" AS, PAL

W/ EXISTING ADJACENT SURFACES UNLESS NOTED OTHERWISE.

H. ANY CUTTING, FATCHING OR DEMOLITION FOR THIS PROJECT SHALL BE FERFORMED BY EACH CONTRACTOR AS REQUIRED.

l. CONTRACTOR TO CONFIRM STAGING AREAS WITH OWNER TO MINIMIZE THE DISTURBANCE OF DAILY BUILDING OFERATIONS AND TO
PROTECT EXISTING SITE ELEMENTS (FAVEMENT, SIDEWALKS, LANDSCAFING, ETC.) FROM DAMAGE.

J. ALL DIMENSIONS ARE TO FACE OF NOMINAL STUD UNLESS OTHERWISE NOTED. ANY DIMENSIONS INDICATED AS "CLEAR" OR "FINISH"
ARE CRITICAL DIMENSIONS FROM FACE TO FACE OF FINISHES AND MUST BE BUILT AS SHOWN.

K. DONOT SCALE DRAWINGS, WRITTEN DIMENSIONS GOVERN, IN CASE OF CONFLICT, CONSULT THE ARCHITECT.

L. ALL COLORS, MATERIALS, ETC. TO BE SELECTED BY ARCHITECT. SUBMIT SAMFLES FOR APPROVAL IF ANY SUBSTITUTIONS ARE
PROFOSED.

T. PATCHAND REFPAIR ALL DISTURBED SURFACES AND AREAS AS REQUIRED TO MATCH EXISTING ADJACENT SURFACES AND AREAS.
ALLMASONRY INFILL WORK IS TO MATCHAND ALIGN WITH ADJACENT SURFACE FINISHES FOR A SMOOTH TRANSITION.

U. ALL CUTTING AND PATCHING REQUIRED BY ALL TRADES NOT SPECIFICALLY NOTED ON THE DRAWINGS SHALL BE BY THE CONTRACTOR.
V. RELOCATE ALL PIPING, CONDUITS, EQUIPMENT. ETC ON ROOFS AND WALLS WHICH INTERFERE WITHNEW ROOFING.
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SUPPLEMENT HEIGHT AS NECESSARY
TO MEET LOCAL CODE
REQUIREMENTS

FLUID APPLIED FLASHING
TOP LAYER SBS
BOTTOM LAYER SBS
\\w>mm SHEET

14

VENT STACK / PIPE — DETAIL #

CLAMPING RING

EXISTING COUNTER
FLASHING PROVISION

1" EPDM GROMMETED STAINLESS

STEEL DISK 12" 0.C.

ALUMINUM SLEEVE

ALUMINUM CLAD FLASHING

TOP LAYE
BOTTOM LAYE CANT
BASE SHEET STRIPPING PLY

\

\\

LN NN

CURB FLASHING — DETAIL #2

PARADIENE 20 (FULLY ADHERE

PARAPRO FLASHING
(30" X 307, FULLY ADHER

STRIPPIN PLY SBS (39" X 397, e
FULLY ADHERE LAP A MINIMUM OF

4" BEYOND FLUID APPLIED

FLASHING)
TOP LAYER SBS

STRAINER & CLAMPING RING

TOP LAYER SBS A_uc_|_|< >U_|__mm_mv
STRIPPING PLY SBS A_uc_|_|< >UI_mm_mV
FLUID APPLIED FLASHING
MEMBRANE A_.uc_u_|< >U_|__mm_.u
MWW/
BOTTOM LAYER SBS
(FULLY ADHERE TO ROOF SURFACES)
4" BASE SHEET
/ ) ; /l\\w
K — 7
¢ 8| |
ﬁ —
4 NOTES:
1. INSTALL ROOF DRAIN COMPONENTS PER SPECIFICATIONS.

2. FOLLOW MANUFACTURER’S PRINTED SURFACE REPARATION AND INSTALLATION RECOMMENDATIONS.
3. REFER TO MANUFACTURER'S T FLEECE CUTTING RECOMMENDATIONS FOR CONFIGURATIONS,

CUTTING, FOLDING AND LAPPING TECHNIQUES.

ROOF / OVERFLOW DRAIN — DETAIL #3

(U



SEAL BACK LEG OF

COUNTERFLASHING TO BACKUP
MASONRY WITH SPECIFIED FLUID

APPLIED FLASHING

REMOVE BLOCK /BRICK, INSTALL NEW
THROUGH WALL COUNTERFLASHING
TO ACHIEVE 8 INCHES OF FLASHING
HEIGHT ABOVE THE NEW ROOF
SURFACE.

NEW FASTENERS 9" 0.C.

ALUMINUM CLAD FLASHING

R.S.M. RECOMMENDED TIE IN

NEW COUNTERFLASHING — DETAIL #4

SECURE PER SPECIFICATIONS

FLUID APPLIED FLASHING
TOP LAYER SBS
BOTTOM LAYER SBS
BASE SHEET

/

A | Al
X

\

EXISTING CAP TILE, REMOVE AND REATTACH TO MATCH EXISTING CONSTRUCTION

BE SURE TO KEEP EXTENT OF FLUID APPLIED FLASHING

NEW 2 INCH x 4 INCH NAILER TO PROPERLT SECURE EXISITING NAILER.
/ / \mxﬂzm COPPER FLASHING

ABOVE THE EXTENT OF THE CLAY TILE

MAINTAIN CONSTANT PERIMETER BLOCKING
HEIGHT

EXISTING NAILER, RESECURE PER SPECIFICATIONS
FASTEN METAL EDGE 3" 0.6

4” FLANGE PRIMED

SEALANT /AND SET IN MASTIC

R R RSP TR]
— 7 peea
” \
1/2" KNUCKLE

ADJUST FACE DIMENSION BASED =
ON EXISTING HEIGHT =~ ———=—

R.S.M. RECOMMENDED TIE IN

— =

INDEPENDENTLY FASTEN EACH LAYER OF
BLOCKING TO THE LAYER UNDERNEATH. USE
ONE SPECIFIED FASTENER PER (2) LINEAR

FEET. PLACE (1) FASTENER WITHIN 6” OF THE
END OF EACH LENGTH OF NAILER.

PERIMETER ME TAL EDGE — DETAIL #0

EXISTING NAILER, SECURE EXISTING COPPER WITH COPPER NAILS SPECIFIED IN 07310

| —EXISTING MASONRY CHIMNEY
I

FLUID APPLIED FLASHING

\ SPECIFIED SILICONIZED GYPSUM
I I

_T\\mvmo__.._mo NAIL=INS INSTALLED 1 PER 1 SQUARE FOOT

_,
FLUID APPLIED FLASHING AT CHIMNEYS — DETAIL #/
PERIME TER TILE EDGE — DETAIL #6
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REVISIONS:

JANER:

DESCRIPTION

If, during the performance of the work, the contractor finds a conflict, error, or discrepancy in the contract
documents, the contractor shall so report to the engineer of record in writing at once. Before proceeding with
the work affected thereby, the contractor shall obtain a written interpretation or clarification from the
engineer of record. Work done before the engineer of record renders his decision is at the contractor's sole
risk.

The contractor is solely responsible for the means and methods of construction and for the sequences and
procedures to be used.

The contractor shall furnish and coordinate labor, supervision, materials, equipment and appliances for
demolition and/or construction work in connection with the demolition and/or construction of the project.

The contractor shall furnish materials for installation in the completed work as specified hereinafter. The
contractor shall handle these materials as they are delivered to the site or off-site work areas, and shall store
them in a designated storage area.

The contractor will indemnify and save harmless the owner and engineer of record from and against all losses
and all claims, demands, payments, suits, actions, recoveries, and judgments of every nature and description
brought or recovered against the owner and engineer of record by reason of any act or omission of the
contractor, or of any subcontractor to the contractor, or of any person directly or indirectly employed by the
contractor or any such subcontractor, in the performance of any work for, or the rendering of any services to,
the owner.

The contractor shall take his own measurements at the site, verifying the same with the contract drawings and
existing facilities, and will be held responsible for the proper fit and alignment of completed work in position.

The owner shall have the right to withhold without penalty payment described above, or sections referenced
herein, for completed work should the contractor fail to meet obligations or requirements of the contract.
Withheld payment shall be promptly made upon the contractor's full compliance with the contract.

The contractor is solely responsible for the safety of his operations. The contractor shall take reasonable
precautions for the safety of, and shall provide reasonable protection to prevent damage, injury, or loss to
persons employed by the contractor in performance of the work, and persons nearby that may be affected by
the contractor's operations or the work, the work, including equipment and materials which will be
incorporated in the work, and other properties and structures at the site, or on adjacent properties.

The Contractor shall be responsible for temporarily disconnecting ALL electrical, mechanical, and other
systems, as required to install new framing that conflicts with the system, and shall be responsible for the
reconnection of all disconnected systems once new framing is installed.

The Contractor shall be installing new support posts within the existing finished walls and spaces. He shall
carefully demolish locations where new support posts will be installed and repair all surfaces to match

existing conditions.

During execution of the work, the Contractor is required to install and maintain dust containment systems.

thickness, unless otherwise indicated.
Wall studs: (2x6's, 10" and shorter) provide Douglas Fir-Larch, "Stud" grade lumber or better.

For structural framing (2" to 4" thick, 5" and wider), provide Douglas Fir-Larch No. 2 grade or better,
except preservative treated lumber shall be Southern Pine No. 2 or better.

All plywood shall be manufactured from a Group 1 or Group 2 species.

Fasteners and Anchorages: Provide size, type, material and finish as indicated and as recommended by
applicable standards, complying with applicable Federal Specifications for nails, staples, screws, bolts, nuts,
washers and anchoring devices. Provide metal hangers and framing anchors of the size and type
recommended by the manufacturer for each use including recommended nails.

Where rough carpentry work is exposed to weather, in ground contact, or in area of high relative humidity,
provide fasteners and anchorages with a hot-dip zinc coating (ASTM A 153).

Carefully select all members. Select individual pieces so that knots and obvious defects will not interfere
with placing bolts or proper nailing or making connections.

Cut out and discard all defects which will render a piece unable to serve its intended function. Lumber may
be rejected by the Engineer, whether or not it has been installed, for excessive warp, twist, bow, crook,
mildew, fungus, or mold, as well as for improper cutting and fitting.

Do not shim sills, joists, studs, or other framing components.

Use common wire nails or spikes of the dimensions shown on the nailing schedule, except as otherwise
indicated. Use finishing nails for finish work. Select fasteners of size that will not penetrate members where
opposite side will be exposed to view or will receive finish materials. Make tight connections between

members. Install fasteners without splitting of wood; pre-drill as required.

Drill bolt holes 1/16 inch larger in diameter than the bolts being used. Drill straight and true from one side
only. Use washers under head and nut. Do not tighten nut to the point of crushing wood fibers.

Lag bolts and wood screws shall be screwed into place and not driven with a hammer.

V. F.
HEADER ABOVE AT FIRST FLOOR
LEVEL DOOR OFENING, V.I.F.

EXIST. POST UP
V. F.

LY

SN0\

] 1 \ i
1 \ i
= REQUIRED TO MOVE MATERIALS INTO ATTIC WORKSPACE. NEW POST DOAN
| EXIST. POST DN " EXIST. POST EXIST. POST DN
| ' | ] DO NOT REMOVE RAFTERS OR JOISTS. PATCH ROOF TO HEADER V.IF. VIF MIN. (2) 1%4xI14" LVL. DN V.IF. V.IF.
R SHEATHING TO MATCH EXISTING, PATCH ROOF MEMBRANE T GGNT?A‘ VEI;LTr’lNAETéD
! CONTACT ENGINEER
NEW POST CT AS REGUIRED FOR WATERTISHT SEAL. NEW POST DOWN N T NEW POST R DIRECTIENLLTE: MIN. (2) 314" LVL.
/ DOWN | NEWN POST DOMN TO HEADER v.|.r=.\ / DOMN NEW POST UP \Enposr 60 TO VERIFY AND
d NEW TRUSS / TO HEADER, V.IF. NEW TRUSS UP CONTACT ENGINEER
e — . _ | - I T N S : L 278 (4 FOR DIRECTION TYP.
P A A Y AR o - - — - - — pm—— | MIN. (2) 1%4x14" LVL. g
gt < 1 6C TO VERIFY AND EXIoT. POST DN NEW POST UP
’ \ 3 CONTACT ENGINEER VIF :
FOR DIRECTION TYP o EXIST. POST
I::::::;Z/{:”::::::ﬂ'l ™~ i:::::i:::::h —— ' ' ' \\ DN VlF 5>T|§T PosT DN
7 N P
/
7/ / \ N
e
\ \
|/ n = |I_OII |/ n = |I_OII
GENERAL NOTES
GENERAL: SELECTIVE DEMOLITION AND DISPOSAL.:
e All details shall be considered typical and shall apply at all same and similar conditions. e  Selective demolition and disposal shall be performed in accordance with federal, state, and local permit and
building code requirements.
e  The Contractor shall field measure and verify all dimensions of the existing building and all dimensions
related thereto. o  The contractor shall remove and dispose of all debris in accordance with state, local and/or federal
regulations.
e The Contractor shall be responsible for all temporary shoring and bracing required to maintain the structural
stability of the building during construction. e  The contractor shall take reasonable care in removing elements selected to be demolished in accordance with
the contract documents. Damage or destruction by the contractor to existing elements designated to remain
e  All work shall be in accordance with Connecticut State Building Code (CSBC) which includes the 2003 shall be repaired or replaced in-kind at the discretion of the owner at no additional cost. ”EW POzt U'PEH i U'EN FOST E'PEW FOST
International Building Code, the 2005 Connecticut Supplement.
e  Jtems to be removed and reused shall be placed in a staging area accessible for inspection by the owner.
e  The Contractor shall be solely responsible for construction site safety. g2l | 1]
e  Prior to commencement of demolition, the contractor shall clearly mark the limits of the demolition for
e Special Inspections shall be in accordance with CSBC Section 1705. The Contractor shall notify the Special review and approval by the owner.
Inspector at least 24 hours in advance of a required inspection.
e  Completely remove items designated leaving surfaces clean, sound, and ready to receive new materials. The
e  Testing shall be performed by a NVLAP accredited testing laboratory approved by the Engineer and Contractor shall patch and or repair all areas affected by the new work to match with the existing finishes.
Building Inspector. Copies of the test results shall be submitted to the Architect, Engineer, Contractor, and This includes but not limited to, gypsum wall board, trim, and painting.
Building Inspector.
e  No guarantee to the accuracy of the reference documents is provided herein and the contractor shall rely on
his own field verification for items so required. ROUGH CARPENTRY:
e  Sections, details, notes, dimensions and conditions are applicable at any other location where conditions and e All framing lumber and plywood shall be clearly marked with a grade stamp.
detail are similar but are not specifically noted as such or are not shown.
e  All wood framing in contact with concrete or masonry shall be ACQ preservative treated in accordance with
e The contractor shall perform the work in a manner that does not impede the owner's operations on site or the AWPA Standards.
owner's on site operating equipment.
e  Keep materials under cover and dry. Protect against exposure to weather and contact with damp or wet
e The contractor prior to construction and fabrication of construction materials shall verify existing conditions surfaces. Stack lumber and plywood and other panels; provide air circulation within and around stacks and
and dimensions. under temporary coverings including polyethylene and similar material. EXIST. POST UP EXIST. POST UP
. . . . . . o s EXIST. POST UP V.IF. V.IF.
° e  Provide lumber with 19% maximum moisture content at time of enclosure for sizes 2" or less in nominal UP

| HEADER ABOVE AT FIRST FLOOR |
:/ LEVEL DOOR OFENING, V.IF. >\
T

*\ EXIST. POST UP  EXIST. POST UP /

V.IF. V.IF.

{

FRAMING PLAN AT BASEMENT LEVEL

/" = |'-o"

NOTE:
o PROVIDE SOLID BLOCKING THRU
FLOOR FRAMING TO TRANSFER POST

CONTRACTOR NOTE

REMOVE EXISTING FINISHES AS REQUIRED TO INSTALL NEA

FRAMING. TEMPORARILY DISCONNECT ANY M/E/P SERVICES AS

REQUIRED TO INSTALL NEN FRAMING, AND RECONNECT PER
CODE AND PATCH TO MATCH ADJACENT CONSTRUCTION AND

FINISHES. MATCH TEXTURE OF FINISHES AND PAINT ENTIRE WALL

TO NEAREST ADJACENT CORNERS IN BOTH DIRECTIONS, TYP.

D

Project North
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ROOF REPLACEMENT
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- NEW (2) 2'xI0"
S

EXIST. 1%x8%"t
RIDGE BEAM

D

-

/

NENW (2) 2x4 POST
BELOW EACH SET ™
OF (2) 2xlo RR

A — MIN. (2) 1Z4x14" LVL
HEADER. 6C TO

= VERIFY AND CONTACT
ENGINEER FOR
DIRECTION TYP.

RESTROOM

WALL BEYOND,

X xx/ NEW (4) 2'xI0"

M NEW (2) 2'xI0"

e

EXIST. 1%4x87"t
RIDGE BEAM

------- L0

-

/

N @

NEW (2) 2x4 POST
BELON EACH SET »
OF (2) 2xlo RR

DINING RECEPTION

NEW (2) 2x4 POST
BELON CACH SET
OF (2) 2xl0 RR

CORRIDOR

V.IF.

|
|
|
|
|
|
|
|
|
|
|
|
|
|.— EXIST. POST IN
|
|
|
|
|
|

SECTION @
/4" = -0"

g\
HAND - 0T -

EXIST. 1%4x8%"t
RIDGE BEAM
_ NEW (2) 2"xlo"

NEW (4) 2"x|0"

A

RIS NEW (2) 2"><|o"
T NS T

=9
)\ - / ~ - _— —_—
\$3/
oPP. OFP.
HAND HAND
RECEPTION LIBRARY
| NEW(2) 2x4 POST _— NEW (2) 2x4 POST
BELOWN EACH SET ’ BELOW EACH SET
OF (2) 2xl0 RR OF (2) 2xl0 RR
\ PROVIDE SOLID
BLOCKING THRU
FLOOR FRAMING
BOILER ROOM AT NEW FOSTS HAIR SALON
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